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Printed circuit terminal blocks and custom electronic connections
Printklemmen fur Leiterplatten und kundenspez. Steckverbindungen
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O| euroclamp

Established in 1988 as a specialized sub-contracting company, euroclamp
began the production of printed circuit terminal blocks in 1998.

Thanks to our experience of more than 30 years within a leading group of
companies in the electronic components area, we have been immediately
recognized as a flexible, reliable and highly innovative company.

We are a young company with an important technical know-how, which
allowed euroclamp to grow very fast in the last years both in terms of
product offer than presence on a worldwide market.

euroclamp is more and more identified as a “solution provider” and not only
as a simple “components provider”. This mostly thanks to our skill for custom
design-in solutions.

Our products are designed and assembled in our facilities in Italy and are
regularly controlled and inspectioned during every production phase.
euroclamp terminal blocks and connectors conform the IEC standards,
conform the EC directive 2002/95/CE (RoHS) and are approved by IMQ, UL-
cUL and VDE.

We want to be a partner for our customers and we are pleased to welcome
. new and special requests that are feeding our growth.

. Our customers rely on us to solve their design problems and needs, they
contact our R&D dept. to “create” value added solutions that bring to a novelty
on the market.

Flexibility at euroclamp means complete technical support from designing to
final installation but means also a comprehensive and fast increasing range of
pcb terminal blocks, electronic housings and different useful accessories.
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euroclamp ist 1988 als Zulieferbetrieb fur die Elektronikbranche entstanden und hat seinen Weg im Bereich der Printklemmen im Jahre 1998
begonnen. Dank unserer Erfahrung von mehr als 30 Jahren mit fuhrenden Unternehmen aus der Elektronikbranche sind wir als flexibles,
zuverlassiges und innovatives Unternehmen bekannt geworden. Wir sind eine junges und flexibles Team mit grossem, technischem Know-How.
Das ermoglichte euroclamp in den letzten Jahren im Bereich des Produktangebots und der Prasenz auf einem weltweiten Markt sehr schnell zu
wachsen.

Dank unserer Fahigkeit auf Kundenwiinsche eingehen zu kénnen, identizifiert sich euroclamp mehr und mehr als Lésungsanbieter und nicht nur
als einfacher Komponentenanbieter. Unsere Kunden wenden sich an uns um ihre Designprobleme zu I6sen. Mit unserer Entwicklungsabteilung
kénnen wir individuelle Losungen erarbeiten und dem Kunden somit einen Zusatznutzen oder Wettbewerbsvorteile bieten.

Bei euroclamp bedeutet Flexibilitat eine komplette technische Unterstitzung vom Entwurf bis hin zur Produktion. So kénnen wir fur ein schnell
wachsendes Angebot diverser Printklemmen, Gehause fiur die Elektronik und verschiedenes, nutzliches Zubehor sorgen. Unsere Produkte
werden in unseren Produktionswerken in Italien entwickelt, produziert und montiert. Wahrend der einzelnen Bearbeitungsphasen werden
regelmassige Qualitatskontrollen durchgefuhrt.

Die euroclamp Printklemmen und Steckverbinder werden in Ubereinstimmung mit den IEC-Richtlinien hergestellt und sind Konform nach der
EU-Richtlinie 2002/95/EG (RoHS) ausserdem nach IMQ, UL-cUL und VDE zertifiziert.

Wir mdchten uns als Partner fur unsere Kunden, nicht nur als einfacher Lieferant verstehen und méchten weiterhin Ansporn finden, um neue
Ziele zu verfolgen.

SF / SF-P PF SHM SHM PCR PV
B _ _ B B R _ B R CLOSED/OPEN ENDS
GESCHLOSSENE/OFFENE ENDEN
2,5mm’ (14AWG) = 2,5mm’ (14AWG) | 2,5mm* (14AWG) = = = = = =
5,08 (10,16) 5,08 5 5,08 5,087 7,62 5,08/ 7,62 5,08 - 5,08 35/ 381 (7/762
Vv H-V H H \ \ - - H-V H-V
RISING CLAVP / LIFTSYSTEM - SPRING / FEDERKRAFT | SPRING / FEDERKRAFT FASTON = CRIMPING / CRIMP | CRIMPING / CRIMP | CRIMPING / CRIMP -
02+24 (02+12) 02+24 02+24 02+24 02-+-05 / 02+04 02+-05 / 02+04 02+08 / 11 02+N 02+08 / 11 02+24 (02+12)
M3 - - - - - - - - -
0,5Nm / 4,5Ibs.in. - - - = = = = - -
12A (15A) 12A 12A 12A = 25A = - 4A 8A
250V (500V) 250V 250V 250V - 250V / 400V - - 250V 160V (500V)
4 kV (6 kv) 2kv 4 kv 4 kv = 4kV - - 2kv 2,5 kV (6 kv)
- @1,5mm - - - @1,5mm - - @1,5mm @1,3mm
NEW NEW NEW NEW
V= Vertical / Vertikal VR= Reversed Vertical / Vertikal 180° gedreht 1T=35° Angled / 35° Winkel L= Side / Seitlich
N c E ROHS Conform H= Horizontal / Horizontal HR= Reversed Horizontal / Horizontal 180° gedreht 1Q= 45° Angled / 45° Winkel ~F= Flying / Fliegend
C US
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0,4Nm / 3,6lbs.in.

10A
250V (630V)
4 KV (6 kv)

0,2Nm / 1,8lbs.in.

8A
160V
2,5kv

0,5Nm / 4,5Ibs.in.

12A
250V
4 kv

0,5Nm / 4,5Ibs.in.

12A (15A)
250V (500V)
4 KV (6 kv)

0,5Nm / 4,5Ibs.in.

15A
500V
6 kv

0,2Nm / 1,8lbs.in.

8A
160V
2,5kv

0,5Nm / 4,5lbs.in.

12A (15A)
250V (500V)
4 KV (6 kv)

¥ .
PLUG-IN CONNECTORS
SH SH SH-M SH SH-M SH-K SH-K STECKVERBINDER
1,5mm? (16AWG) | 2,5mm?* (14AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG) | 2,5mm?* (14AWG) | 1,5mm’* (16AWG) | 2,5mm’ (14AWG) | WIRE SECTION / LEITERQUERSCHNITT
35/ 381 (7/762)|5 /508 @10/ 1016)|5 / 5,08 (10 7 10,16) 7.5 7,62 357381 (7/762|5 7/ 508 (107 1016)| PITCHES (Mm) / RASTERMASS (mm)
H H H H H H H MOUNTING POSITION / MONTAGEPOSITION
RISING CLAVP / LIFTSYSTEM | RISING CLAWP / LIFTSYSTEM | RISING CLAMP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM [ RISING CLAVP / LIFTSYSTEM | RISING CLAWP / LIFTSYSTEM|  CONNECTION SYSTEM / VERBINDUNGSSYSTEM
0224 (02+12) 02--24 (02+12) 2+3 (1+2) 0216 02--04 02--22 (02+11) 0222 (02+11) NR. POLES / POLZAHL
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN
M2 M3 M3 M3 M3 M2 M3 CAPTIVE SCREW / SCHRAUBENGEWINDE
0,25Nm / 2,3lbs.in. | 0,5Nm / 4,5Ibs.in. | 0,5Nm / 4,5Ibs.in. | 0,5Nm 4,5lbs.in. | 0,5Nm 4,5Ibs.in. | 0,25Nm / 2,3Ibs.in. | 0,5Nm / 4,5Ibs.in. | REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT
ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN
8A 12A (15A) 12A (15A) 15A 15A 8A 12A (15A) RATED CURRENT / BEMESSUNGSSTROM
160V (500V) 250V (500V) 250V (500V) 500V 500V 160V (500V) 250V (500V) RATED VOLTAGE / BEMESSUNGSSPANNUNG
2,5 kV (6 kv) 4KV (6 kv) 4 kV (6 kv) 6 kv 6 kv 2,5 kV (6 kv) 4KV (6kv) IMPULSE VOLTAGE / SPANNUNGSIMPULS
GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
- - - - - - - PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG
K 5
w
PLUG-IN CONNECTORS
SHS SV-F/P | SV-F/P | SV-F/P | SV-F/P |SV-F/P-K| SVR-K |STECKVERBINDER
1,5mm’ (16AWG) | 2,5mm* (14AWG) | 2,5mm’* (14AWG) | 2,5mm’ (14AWG) | 2,5mm’* (14AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG) | WIRE SECTION / LEITERQUERSCHNITT
5710 3,573,81 5] 5,08 (10,16) 7,577,62 3,573,81 5 (10) PITCHES (Mmm) / RASTERMASS (mm)
H-V \Y% \Y% \Y \% \Y% VR MOUNTING POSITION / MONTAGEPOSITION
CAGE CLAVP / KAFIGSYSTEM | RISING CLAVP /' LIFTSYSTEM | RISING CLAMP / LIFTSYSTEM [ RISING CLAMP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAWP / LIFTSYSTEM| CONNECTION SYSTEM / VERBINDUNGSSYSTEM
2+3 (1+2) 02+24 02+24 02+24 (02+12) 02+11/02+12 02+22 02+22 (02+11) NR. POLES / POLZAHL
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN
M2,5 M2 M2,5 M3 M2,5 M2 M3 CAPTIVE SCREW / SCHRAUBENGEWINDE

REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT

ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN
RATED CURRENT / BEMESSUNGSSTROM

RATED VOLTAGE / BEMESSUNGSSPANNUNG

IMPULSE VOLTAGE / SPANNUNGSIMPULS

GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG

PLUG-IN CONNECTORS

5/ 5,08 (10 7 10,16)

5/ 5,08 (10 7 10,16)

5 / 5,08 (10 / 10,16)

5,08 (10,16)

75/7,62

3,5 5 PITCHES (Mm) / RASTERMASS (mm)
H-V H-V H-V HR H-V L L MOUNTING POSITION / MONTAGEPOSITION
- - - - - - = CONNECTION SYSTEM / VERBINDUNGSSYSTEM
02+24 (02+12) 02+24 (02+12) 02+03 (01+02) 02+24 (01+12) 02+16 04 03/04 NR. POLES / PoLzAHL
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN
- - - - - - = CAPTIVE SCREW / SCHRAUBENGEWINDE
- - - - - - = REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT
ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN
12A (15A) 12A (15A) 12A (15A) 12A (15A) 15A 8A 12A RATED CURRENT / BEMESSUNGSSTROM
250V (500V) 250V (500V) 250V (500V) 250V (500V) 500V 160V 250V RATED VOLTAGE / BEMESSUNGSSPANNUNG
4 kV (6 kv) 4 kV (6 kv) 4 kV (6 kv) 4 kV (6 kv) 6 kv 2,5 kV 4 kv IMPULSE VOLTAGE / SPANNUNGSIMPULS
GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
@1,5mm @1,5mm @1,5mm @1,5mm @1,5mm @1,2mm @1,5mm PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG
NEW NEW

PV PV-P PV-M PV PV PV-LSL/LDL-P STECKVERBINDER
OPEN ENDS CLOSED ENDS OPEN ENDS CLOSED/OPEN ENDS CLOSED/OPEN ENDS CLOSED ENDS _ AVAILABLE VERSIONS / VERFUGBARE VERSIONEN
OFFENE ENDEN GESCHLOSSENE ENDEN OFFENE ENDEN GESCHLOSSENE/OFFENE ENDEN | GESCHLOSSENE/OFFENE ENDEN| ~ GESCHLOSSENE ENDEN

WIRE SECTION / LEITERQUERSCHNITT

@ s O CE€

V= Vertical / Vertikal

VR= Reversed Vertical / Vertikal 180° gedreht
ROHS Conform H=Horizontal / Horizontal HR= Reversed Horizontal / Horizontal 180° gedreht 1Q= 45° Angled / 45° Winkel F= Flying / Fliegend

1T=35° Angled / 35° Winkel L= Side / Seitlich

ASS.EL. Srl - C.so 25 Archi Loc. Roccaravindola, 86070 Montaquila (IS), ITALY - PHONE: +39(0)865 96517/96281 FAX: +39(0)865 96363
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PV-K
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STECKVERBINDER PV-K PI-1IQ |PDH/PDV|PDH/PDV| PDSV
A / VERERC v R R CLOSED/OPEN ENDS _ B CLOSED/OPEN ENDS :
WATAEIEVERSIENS [ VERAUERE 2RI GESCHLOSSENE/OFFENE ENDEN GESCHLOSSENE/OFFENE ENDEN

PITCHES (Mm) / RASTERMASS (mm) 357381 (7/762)|57/508 (10/1016)| 5,08 (10,16) 5 5,08 5,08 (10,16) 3,575 (7/10)
MOUNTING POSITION / MONTAGEPOSITION H-V H-V 1Q H-V H-V H-V \Y%
CONNECTION SYSTEM / VERBINDUNGSSYSTEM = = - - - - -

NR. POLES / POLZAHL 02+22 (02+11) 02+22 (02+11) 02+24 (02+12) 07/10/12/19 02+12 02-+03 (01+02) 02+24 (02+12)
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN

CAPTIVE SCREW / SCHRAUBENGEWINDE - - - - - - -

REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT - - - - - - -
ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN

RATED CURRENT / BEMESSUNGSSTROM 8A 12A (15A) 12A (15A) 10A 10A 12A (15A) 8A / 10A
RATED VOLTAGE / BEMESSUNGSSPANNUNG 160V (500V) 250V (500V) 250V (500V) 250V 250V 250V (500V) 160V (400v) / 250V (630V)
IMPULSE VOLTAGE / SPANNUNGSIMPULS 2,5 kV (6 kv) 4 kV (6 kv) 4 kV (6 kv) 4 kv 4 kv 4 KV (6 kv) 2,5 KV /4 kV (6 kv)
GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN

PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG 21,3mm @1,5mm @1,5mm 21,5mm 21,5mm @1,5mm @l2mm / @L5mm
SINGLE DECK TERMINAL BLOCKS 2l e v i o -
EINREIHIGE PRINTKLEMMEN MLK13 | MBE15 | MVE15 | MBES15 | MVES15 | MVE17 | MVK45
WIRE SECTION / LEITERQUERSCHNITT 1,0mm’ (16AWG) | 1,5mm?* (16AWG) | 1,5mm’ (16AWG) | 1,5mm’ (16AWG) | 1,5mm’ (16AWG) | 1,5mm’ (L6AWG) | 4,0mm’* (12AWG)
PITCHES (mm) / RASTERMASS (mm) 3,5 5 (10) 5 (10) 5,08 (10,16) 5,08 (10,16) 7,5 5
MOUNTING POSITION / MONTAGEPOSITION H-V \% \Y \Y vV \% \Y
CONNECTION SYSTEM / VERBINDUNGSSYSTEM CAGE CLAVP / KAFIGSYSTEM | CAGE CLAMP / KAFIGSYSTEM | CAGE CLAMP / KAFIGSYSTEM | CAGE CLAVP / KAFIGSYSTEM | CAGE CLAVP / KAFIGSYSTEM | CAGE CLAMP / KAFIGSYSTEM DIRECT / DIREKT
NR. POLES / POLZAHL 23 212 (2+6) 212 (2+6) 2+3 (1+2) 23 (1+2) 23 1-3;
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN

CAPTIVE SCREW / SCHRAUBENGEWINDE M2 M2,5 M2,5 M2,5 M2,5 M2,5 M3

REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT 0,2Nm / 1,8lbs.in. | 0,4Nm / 3,6lbs.in. | 0,4Nm / 3,6lbs.in. | 0,4Nm / 3,6lbs.in. | 0,4Nm / 3,6lbs.in. | 0,4Nm / 3,6lbs.in. 1Nm / 9lbs.in.
ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN

RATED CURRENT / BEMESSUNGSSTROM 10A 17,5A 17,5A 17,5A 17,5A 17,5A 32A
RATED VOLTAGE / BEMESSUNGSSPANNUNG 130V 450V (750V) 450V (750V) 250V (750V) 250V (750V) 750V 250V

TEST VOLTAGE / PRUFSPANNUNG

GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG

1,25 kVrms/60s

2,5 kVrms/60s (3 kvrms/60s)

2,5 kVrms/60s (3 kvrms/60s)

2 kVrms/60s (3 kvrms/60s)

2 kVrms/60s (3 kvrms/60s)

3 kVrms/60s

2 kVrms/60s

@1,3mm @1,5mm @1,5mm @1,5mm @1,5mm @1,5mm @1,8mm
’ “

SINGLE DECK TERMINAL BLOCKS -

EINREIHIGE PRINTKLEMMEN MVK47 MV13 MVS13 MV15 MVS15 | MVS15-IT | MVS17
WIRE SECTION / LEITERQUERSCHNITT 6,0mm’ (10AWG) | 1,0mm?® (16AWG) | 1,0mm’* (16AWG) | 1,5mm’ (16AWG) | 1,5mm’ (16AWG) | 1,5mm?* (16AWG) | 1,5mm’ (16AWG)
PiTCHES (Mmm) / RASTERMASS (mm) 7,62 357381 (/762|357 381 (7/762)|5 /508 (10 7 1016)|5 / 5,08 (10 7 10,16) 5 (10) 7,5/7,62 (15/15,24)
MOUNTING POSITION / MONTAGEPOSITION vV H-V H-V H-V H-V IT H-V
CONNECTION SYSTEM / VERBINDUNGSSYSTEM DIRECT / DIREKT RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM [ RISING CLAMP / LIFTSYSTEM | RISING CLAMP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM
NR. POLES / POLZAHL 2+3 2+12 (2+6) 212 (2+6) 2+12 (2+6) 2+12 (2+6) 2+3 (1+2) 212 (2+6)

MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN
CAPTIVE SCREW / SCHRAUBENGEWINDE M4 M2 M2 M3 M3 M3 M3
REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT INm / 9lbs.in. 0,2Nm / 1,8Ibs.in. [ 0,2Nm / 1,8lbs.in. | 0,5Nm / 4,5Ibs.in. | 0,5Nm / 4,5Ibs.in. | 0,5Nm / 4,5Ibs.in. | 0,5Nm / 4,5Ibs.in.

ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN
RATED CURRENT / BEMESSUNGSSTROM 41A 12A 12A 13,5A 17,5A 17,5A 17,5A
RATED VOLTAGE / BEMESSUNGSSPANNUNG 750V 130V (450V) 130V (450V) 250V (750V) 450V (750V) 450V (750V) 750V

TEST VOLTAGE / PRUFSPANNUNG

GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG

3 kVrms/60s

21,8mm

NEW

1,25 KVms/60s (2,5 kvims/60s)

21,1mm

1,25 KVrms/60s (2,5 kvms/60s)

21,1mm

2 KVrms/60s (3 kvrms/60s)

21,3mm

2,5 kVrms/60s (3 kvrms/60s)

@1,5mm

2,5 kVrms/60s (3 kvrms/60s)

21,5mm

3 kVrms/60s

21,5mm

C“ US c E *RoHS Conform H=Horizontal / Horizontal

V= Vertical / Vertikal

VR= Reversed Vertical / Vertikal 180° gedreht
HR= Reversed Horizontal / Horizontal 180° gedreht 1Q= 45° Angled / 45° Winkel

1T= 35° Angled / 35° Winkel

L= Side / Seitlich
F= Flying / Fliegend

ASS.EL. Srl - C.so 25 Archi Loc. Roccaravindola, 86070 Montaquila (IS), ITALY - PHONE: +39(0)865 96517/96281 FAX: +39(0)865 96363
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_— SINGLE DECK TERMINAL BLOCKS
MVE25 | MVE25-HR | ML25-D/S MI125 MI125 MIP25 EINREIHIGE PRINTKLEMMEN
2,5mm’ (14AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG) | 2,5mm* (14AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG) | WIRE SECTION / LEITERQUERSCHNITT
5 (10) 5 (10) 5 (10) 5,08 (10,16) 5/ 5,08 (107 10,16)|5 / 508 10 7 1016)| 5,08 / 10,16 PITCHES (Mm) / RASTERMASS (mm)
H-V HR L IT 1Q 1Q H-V MOUNTING POSITION / MONTAGEPOSITION
RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAWP / LIFTSYSTEM| CONNECTION SYSTEM / VERBINDUNGSSYSTEM
212 (2+6) 2+3 (1+2) 3 2+3 (1+2) 23 (1+2) 2+3 (1+2) 2+3 (1+2) NR. POLES / POLZAHL
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN
M3 M3 M3 M3 M3 M3 M3 CAPTIVE SCREW / SCHRAUBENGEWINDE
0,5Nm / 4,5Ibs.in. | 0,5Nm / 4,5lbs.in. | 0,5Nm / 4,5Ibs.in. | 0,5Nm / 4,5Ibs.in. | 0,5Nm / 4,5Ibs.in. | 0,5Nm / 4,5Ibs.in. | 0,8Nm / 7,2Ibs.in. | REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT
ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN
16A 16A 16A 16A 16A 24A 24A RATED CURRENT / BEMESSUNGSSTROM
450V (750V) 250V (750V) 250V (750V) 450V (750V) 450V (750V) 250V (750V) 450V (750V) RATED VOLTAGE / BEMESSUNGSSPANNUNG
2,5 kVrms/60s (3 2 KVrms/60s (3 kvrms/60s) | 2 KVrms/60s (3 kvrms/60s) |2,5 KVrms/60s (3 2,5 kVrms/60s (3 2 kVrms/60s (3 kvrms/60s) |2,5 KVrms/60s (3 TEST VOLTAGE / PRUFSPANNUNG
GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
@1,4mm @1,3mm @1,4mm @1,3mm @1,3mm @1,5mm @1,5mm PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG
4 3 5
v \ g SINGLE DECK TERMINAL BLOCKS
MV25 MV25D | MVSP25 | MVE27 MV27 MV27D | MI27-1T |EINREIHIGE PRINTKLEMMEN
2,5mm’ (14AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG) | WIRE SECTION / LEITERQUERSCHNITT
5,08 (10,16) 5,08 (10,16) 5,08 (10,16) 7,5 (15) 7.5 (15) 7,5 (15) 7,5 (15) PITCHES (Mmm) / RASTERMASS (mm)
H-V vV H-V H-V-HR H-V V IT MOUNTING POSITION / MONTAGEPOSITION
RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAWP / LIFTSYSTEM| CONNECTION SYSTEM / VERBINDUNGSSYSTEM
2/3/4/8 (1/2/4) 2/3/4/8 (1/2/4) 2+3 (1+2) 2+3 (1+2) 2+3 (1+2) 2+3 (1+2) 2+3 (1+2) NR. POLES / POLZAHL
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN
M3 M3 M3 M3 M3 M3 M3 CAPTIVE SCREW / SCHRAUBENGEWINDE
0,5Nm / 4,5lbs.in. | 0,8Nm / 7,2Ibs.in. | 0,8Nm / 7,2lbs.in. | 0,5Nm / 4,5lbs.in. | 0,5Nm / 4,5lbs.in. | 0,8Nm / 7,2Ibs.in. | 0,5Nm / 4,5Ibs.in. | REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT
ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN
16A 24A 24A 16A 16A 24A 16A RATED CURRENT / BEMESSUNGSSTROM
450V (750V) 250V (750V) 450V (750V) 750V 750V 750V 750V RATED VOLTAGE / BEMESSUNGSSPANNUNG
2,5 kVrms/60s (3 kvrms/60s)| 2 kVrms/60s (3 kvrms/60s) {2,5 KVrms/60s (3 kvrms/60s) 3 kVrms/60s 3 kVrms/60s 3 kVrms/60s 3 kVrms/60s TEST VOLTAGE / PRUFSPANNUNG
GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
@1,3mm ?1,3mm @1,5mm @1,3mm @1,3mm @1,3mm ?1,3mm PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG
& K\
L : " SINGLE DECK TERMINAL BLOCKS
MVSP27 MV46 MV46-1T Mv4a7 MEG72 MV49 MV10 |EINREIHIGE PRINTKLEMMEN
2,5mm’ (14AWG) | 6,0mm’ (10AWG) | 6,0mm’ (10AWG) | 6,0mm’ (L0AWG) | 6,0mm’ (10AWG) | 6,0mm’ (10AWG) | 10mm?* (8AWG) | WIRE SECTION / LEITERQUERSCHNITT
7,62 (15,24) 6,35 (12,7) 6,35 (12,7) 7,62 (15,24) 7,62 9,52 (19,04) (10,16 / 12,7 (2032)| PITCHES (mm) / RASTERMASS (mm)
H-V H-V IT H-V H H-V \% MOUNTING POSITION / MONTAGEPOSITION
RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAWP / LIFTSYSTEM| CONNECTION SYSTEM / VERBINDUNGSSYSTEM
23 (1+2) 2+3 (1+2) 2+3 (1+2) 2+3 (1+2) 2 2+3 (1+2) 2+3 (1+2) NR. POLES / POLZAHL
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN
M3 M3 M3 M3 M3,5 M3 M4 CAPTIVE SCREW / SCHRAUBENGEWINDE
0,8Nm / 7,2lbs.in. | 0,8Nm / 7,2Ibs.in. | 0,8Nm / 7,2Ibs.in. | 0,8Nm / 7,2lbs.in. | 0,8Nm / 7,2lbs.in. | 0,8Nm / 7,2Ibs.in. [1,2Nm / 10,8Ibs.in.| REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT
ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN
24A 32A 32A 32A 41A 32A 76A RATED CURRENT / BEMESSUNGSSTROM
750V 450V (750V) 450V (750V) 750V 450V 750V 750V / 1000V RATED VOLTAGE / BEMESSUNGSSPANNUNG
3 kVrms/60s 2,5 kVrms/60s (3 kvms/60s)[2,5 kVrms/60s (3 kvrms/60s) 3 kVrms/60s 2,5 kVrms/60s 3 kVrms/60s 3/3,5kVrms/60s | TEST VOLTAGE / PRUFSPANNUNG
GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
@1,5mm @1,3mm @1,3mm @1,3mm - @1,3mm @1,7mm PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG
NEW
V= Vertical / Vertikal VR= Reversed Vertical / Vertikal 180° gedreht
N c E *ROHS Conform H= Horizontal / Horizontal
C us

HR= Reversed Horizontal / Horizontal 180° gedreht 1Q= 45° Angled / 45° Winkel

1T=35° Angled / 35° Winkel L= Side / Seitlich

F= Flying / Fliegend

ASS.EL. Srl - C.so 25 Archi Loc. Roccaravindola, 86070 Montaquila (IS), ITALY - PHONE: +39(0)865 96517/96281 FAX: +39(0)865 96363
info@euroclamp.it - www.euroclamp.it (.eu)



6| e

SINGLE DECK TERMINAL BLOCKS

www.esto-gruppe.com

UrocC

lamp

FUSE HOLDERS / SICHERUNGSHALTER

MV10-A

33

EINREIHIGE PRINTKLEMMEN MVP35 MT17 MT21 MPF MPFA |MPFA-V68

WIRE SECTION / LEITERQUERSCHNITT 10mm’ (BAWG) | 35mm’ (2AWG) [22,5mmt" (2x14AWG) | 2R2,5mm’ (2x14AWG)| 2,5mm? (L4AWG) - -

PITCHES (mm) / RASTERMASS (mm) 10,16 / 12,7 (2032) 5] 7,5 (15) 10 (20) 10 11 11

MOUNTING POSITION / MONTAGEPOSITION v \Y% Y Y \Y% \Y% \Y%

CONNECTION SYSTEM / VERBINDUNGSSYSTEM RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | CLAVPING / KOPFKLEMVE | CLAVPING / KOPFKLEMME | RISING CLAWP / LIFTSYSTEM - -

NR. POLES / POLZAHL 2+3 (1+2) 1 2+3 (1+2) 2+3 (1+2) 1+5 2+6 2+6
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN

CAPTIVE SCREW / SCHRAUBENGEWINDE M4 M5 M3 M3,5 M3 - -

REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT 1,2Nm / 10,8Ibs.in.| 3Nm / 27lbs.in. | 0,5Nm / 4,5Ibs.in. | 0,8Nm / 7,2lbs.in. | 0,5Nm (4,5Ibs.in.) - -
ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN

RATED CURRENT / BEMESSUNGSSTROM 57A 125A 24A 25A 2,5A 1+40A 1+40A

RATED VOLTAGE / BEMESSUNGSSPANNUNG 750V / 1000V 1000V 450V (750V) 750V 250V - -

TEST VOLTAGE / PRUFSPANNUNG 3/ 3,5 kVrms/60s 3,5 kVrms/60s  |2,5 kVrms/60s (3 ) 3 kVrms/60s 2kVrms/60s - -
GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN

PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG @1,7mm @1,8mm @1,4mm @1,5mm - @1,5mm -

NEW NEW NEW
.
s,
g

MULTI DECK TERMINAL BLOCKS ‘ ‘ L . v 4L
DOPPEL- / DREISTOCK-KLEMMEN | MMT15 MMT25 MMT27 MVD15 MVD25 | MVDK25 | MVT25
WIRE SECTION / LEITERQUERSCHNITT 1,5mm’ (16AWG) | 1,5mm’* (16AWG) | 2,5mm’ (14AWG) | 1,5mm’ (L6AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG) | 2,5mm’ (14AWG)
PITCHES (mm) / RASTERMASS (mm) 5,08 (10,16) 5 (10) 7,5 5/ 5,08 (10 7 1016)|5 / 5,08 (10 7 10,16) 5,08 (10,16) 5,08 (10,16)
MOUNTING POSITION / MONTAGEPOSITION \% \Y% v Y \ \% \Y%
CONNECTION SYSTEM / VERBINDUNGSSYSTEM RISING CLAVP / LIFTSYSTEM| RISING CLAVP / LIFTSYSTEM [ RISING CLAMP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAMP / LIFTSYSTEM [ RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM
NR. POLES / POLZAHL 2+3 (1+2) 2+3 (1+2) 1 2+3 (1+2) 2+3 (1+2) 2+3 (1+2) 2+3 (1+2)
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN

CAPTIVE SCREW / SCHRAUBENGEWINDE M3 M3 M3 M3 M3 M3 M3

REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT

RATED CURRENT / BEMESSUNGSSTROM
RATED VOLTAGE / BEMESSUNGSSPANNUNG
TEST VOLTAGE / PRUFSPANNUNG

GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG

ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN

0,5Nm / 4,5lbs.in.

13,5A
250V (750V)
2 kVrms/60s (3 kvrms/60s)

@1,3mm

24A
450V (750V)

0,5Nm / 4,5lbs.in.

2,5 KVrms/60s (3 kvrms/60s)

0,5Nm / 4,5lbs.in.

24A
750V
3 kVrms/60s

0,5Nm / 4,5lbs.in.

13,5A
250V (750V)
2 kVrms/60s (3 kvrms/60s)

2,5 kVrms/60s (3 kvrms/60s)

0,5Nm / 4,5Ibs.in.

16A
450V (750V)

0,5Nm / 4,5lbs.in.

16A
450V (750V)

2,5 kVrms/60s (3 kvrms/60s)

0,5Nm / 4,5lbs.in.

16A
450V (750V)
2,5 kVrms/60s (3 kvrms/60s),

@1,3mm @1,3mm ?1,3mm ?1,3mm @1,3mm @1,3mm
NEW
——
-."“ﬂh r ﬂ . .
£ ]
- g s
SCREWLESS TERMINAL BLOCKS
SCHRAUBENLOSE KLEMMEN MVEM50-V| MPE1 MPE1 MG1-P | MG1-P
WIRE SECTION / LEITERQUERSCHNITT 1mm’ (16AWG) | 1,5mm?* (16AWG) | 1,5mm’* (16AWG) | 1,5mm’ (16AWG) | 1,5mm’ (16AWG) | 1,5mm?* (16AWG) | 1,5mm’ (16AWG)
PiTCHES (Mmm) / RASTERMASS (mm) 5! 85 5,08 575,08 7,57/7,62 575,08 7,577,62
MOUNTING POSITION / MONTAGEPOSITION Vv Vv \ \Y% \Y Vv Vv
CONNECTION SYSTEM / VERBINDUNGSSYSTEM SPRING / FEDERKRAFT | SPRING / FEDERKRAFT | SPRING / FEDERKRAFT | SPRING / FEDERKRAFT | SPRING / FEDERKRAFT | SPRING / FEDERKRAFT | SPRING / FEDERKRAFT
NR. POLES / POLZAHL 23 01+N 02+24 01+N 01+N 01+N 01+N
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN
BUTTON / TASTE YES / JA YES / JA YES / JA NO / NEIN NO / NEIN YES / JA YES / JA
RELEASING SPRING (mm) / LOSE FEDERKRAFT (mm) 0.6 x 3.5 0.6 x 3.5 0.6 x 3.5 0.6 x 3.5 0.6 x 3.5 0.6 x 3.5 0.6 x3.5
ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN
RATED CURRENT / BEMESSUNGSSTROM 10A 2A 12A 16A 16A 16A 16A
RATED VOLTAGE / BEMESSUNGSSPANNUNG 250V 250V 250V 250V 450V 250V 450V

TEST VOLTAGE / PRUFSPANNUNG

GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG

2 kVrms/60s

21,3mm

2 kVrms/60s

21,2mm

2 kVrms/60s

21,2mm

2 kVrms/60s

21,4mm

2,5 kVrms/60s

@1,4mm

2 kVrms/60s

21,4mm

2,5 kVrms/60s

21,4mm

V=

C“ US c E *RoHS Conform H=Horizontal / Horizontal

Vertical / Vertikal

VR= Reversed Vertical / Vertikal 180° gedreht
HR= Reversed Horizontal / Horizontal 180° gedreht 1Q= 45° Angled / 45° Winkel

1T= 35° Angled / 35° Winkel

L= Side / Seitlich
F= Flying / Fliegend

ASS.EL. Srl - C.so 25 Archi Loc. Roccaravindola, 86070 Montaquila (IS), ITALY - PHONE: +39(0)865 96517/96281 FAX: +39(0)865 96363
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6| e

www.esto-gruppe.com

UrocC

lamp

M . 2N ' » | %
-~ SUPPORTS
VPC12/16/17\M-45/72/107|E-72/E-107| CEM17 | CEM22 | CEM35 |SDA/D/P/U|DIN-SCHIENEN-GEHAUSE
DIN EN50022 - EN50035 [ DIN EN50022 - EN50035| DIN EN50022 - EN50035 DIN EN50022 DIN EN50022 DIN EN50022 DIN EN50022 (35x7,5/15) | MOUNTING RAILS / BEFESTIGUNGSSCHIENEN
- - - 12 16 24 - MAX NR. CONNECTABLE POLES / MAX. POLZAHL ANSCHLIERBAR
- - - 17,5mm 22,5mm 35mm - MODULE WIDTH / MODULBREITE
= = - Y, H-V H-V - PCB POSITION / LEITERPLATTENPOSITION
- - - 1 2 2 - PCB NUMBER / LEITERPLATTENANZAHL
73mm 42-72-107.5mm 72-107.5mm | ON REQUEST / AUF ANFRAGE | ON REQUEST / AUF ANFRAGE | ON REQUEST / AUF ANFRAGE - PCB SIZE / LEITERPLATTENGRO RBE
MODULAR / MODULAR | MODULAR / MODULAR | EXTRUDED / EXTRUDIERT = = - - VERSION / VERSION
GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
- - - ML25-LC ML25-V-FL / ML25-F-LC [ ML25-V-L / ML25-LC - AVAILABLE CLAMP / VERFU GBARE KLEMME
- - - PV04-3,5-LSL/LDL-P|PV-H / PV04-5-LS/LD - - AVAILABLE CONNECTOR / VERFU GBARE STECKVERBINDER
- - - TP35 - TG35 - TP35 - TG35 - ACCESSORIES / ZUBEHOR
NEW
¥ ' * i ACCESSORIES
PT PTP15 [POL-S/POL-P| OT-PV MVI ZRS/ZRSL| ZRA-5 |ZUBEHOR
- - - - 4,0mm’* (12AWG) - - WIRE SECTION / LEITERQUERSCHNITT
508 / 10,16 / 1524 15 - - 6,357 12,7 - - PITCHES (Mmm) / RASTERMASS (mm)
- - - - Vv \Y% \Y% MOUNTING POSITION / MONTAGEPOSITION
= = = = RISING CLAVP / LIFTSYSTEM = = CONNECTION SYSTEM / VERBINDUNGSSYSTEM
1+N 1+N 6 1 1+N - - NR. POLES / PoLzAHL
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN
- - - - M3 - - CAPTIVE SCREW / SCHRAUBENGEWINDE
- - - - 0,5Nm (4,5lbs.in.) - - REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT
ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN
24A 125A - - 25A 5A 16A RATED CURRENT / BEMESSUNGSSTROM
- - - - 450V / 750V 250V 250V RATED VOLTAGE / BEMESSUNGSSPANNUNG
- - - - 2,5/ 3kVrms/60s 2 kVrms/60s 2 kVrms/60s TEST VOLTAGE / PRUFSPANNUNG
GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
- - - - - @1,5mm @2,3mm | @1,8mm | PCB HOLES DIAMETER / @ LEITERPLATTENBOHRUNG
T. BLOCKS / PRINTKLEMMEN | T. BLOCKS / PRINTKLEMMEN ~[PLUG-IN CONN. / STECKVERBINDER | PLUG-IN CONN. / STECKVERBINDER - - - APPLICATION / ANWENDUNG
. 3 2 s & 11
SN # N v . ' o 4 o
7 , \ 3 :
’ o 3 - oo PANEL FEED-THROUGH T. BLOCKS
MPT275 | MPT410 | MPT61 MPT1010| MPT1612 | MPT2515 | MPT5018 | DURCHFUHRUNGSKLEMMEN
2,5mm’ (14AWG) | 4mm’ (12AWG) | 6mm’ (10AWG) | 10mm’ (8AWG) | 16mm’ (6AWG) | 25mm’ (4AWG) | 50mm’ (1/0AWG) | WIRE SECTION / LEITERQUERSCHNITT
7,5 10 10 10 12,1 15,1 18,8 PITcHES (Mmm) / RASTERMASS (mm)
Vv \Y% \Y% \Y% \Y% \Y \% MOUNTING POSITION / MONTAGEPOSITION
RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAVP / LIFTSYSTEM | RISING CLAWP / LIFTSYSTEM| CONNECTION SYSTEM / VERBINDUNGSSYSTEM
1 1 1 1 1 1 1 NR. POLES / POLZAHL
MECH.AL CHARACTERISTICS / MECH. EIGENSCHAFTEN
M3 M3 M4 M4 M5 M5 M6 CAPTIVE SCREW / SCHRAUBENGEWINDE
0,5Nm / 4,5Ibs.in. | 0,5Nm / 4,5Ibs.in. [1,2Nm / 10,8lbs.in.[1,2Nm / 10,8Ibs.in.| 2Nm / 18Ibs.in. 2Nm / 18lbs.in. |max 6Nm / 54lbs.in.| REC. TIGHTENING TORQUE / ANZUGSDREHMOMENT
ELECTRICAL CHARACTERISTICS / ELEKT. EIGENSCHAFTEN
24A 32A 41A 57A 76A 101A 150A RATED CURRENT / BEMESSUNGSSTROM
450V 450V 450V 450V 450V 750V 1000V RATED VOLTAGE / BEMESSUNGSSPANNUNG
2,5 kVrms/60s 2,5 kVrms/60s 2,5 kVrms/60s 2,5 kVrms/60s 2,5 kVrms/60s 3 kVrms/60s 3,5 kVrms/60s TEST VOLTAGE / PRUFSPANNUNG
GENERAL CHARACTERISTICS / ALLGEM. EIGENSCHAFTEN
@5,2mm @8,2mm | @7,2mm | @8,2mm | @7,2mm | @8,2mm | @7,2mm | @10mm | @3,3mm | @12mm | @4,3mm | @15mm | @4,2mm | @ WALL DRILLING / @ GEHAUSEBOHRUNG:
CMR75x CMR10x - DZP7 CMR10x - DZP7 CMR10x - DZP7 DZP9 DZP10 CP-MPT50 ACCESSORIES / ZUBEHOR:

V= Vertical / Vertikal

C“ US c E *RoHS Conform H=Horizontal / Horizontal

ASS.EL. Srl - C.so 25 Archi Loc. Roccaravindola, 86070 Montaquila (IS), ITALY - PHONE: +39(0)865 96517/96281 FAX: +39(0)865 96363
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VR= Reversed Vertical / Vertikal 180° gedreht 1T= 35° Angled / 35° Winkel
HR= Reversed Horizontal / Horizontal 180° gedreht 1Q= 45° Angled / 45° Winkel

L= Side / Seitlich
F= Flying / Fliegend
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- AUSTRIA -

FELEC ELECTRONICS GES.M.B.H.
Uferstrasse, 29 - A-5110 Oberndorf - Salzburg
TEL: +43/6272/5553-0 FAX: +43/6272/6317
e-mail: office@felec.at

web site: www.felec-stecker.at

- BENELUX -

TELEREX Nederland B.V. - (The Netherlands)
Konijnenberg 88 - NL-4802 HW Breda

TEL: +31 76 578 20 00 FAX: +31 76 571 14 77
TELEREX N.V. - (Belgium)

Bisschoppenhoflaan 255 - B-2100 Antwerpen
TEL: +32 3 326 40 00 FAX: +32 3 326 31 17
e-mail: info@telerex-europe.com

web site: www.telerex-europe.com

- CZECH REPUBLIC -

S.0.S. ELECTRONIC, S.R.O.

Hybesova, 42 - CZ-60200 Brno

TEL: +420/543427111 FAX: +420/543427110
e-mail: info@soselectronic.cz

web site: www.soselectronic.cz

- ESTONIA 7 FINLAND -

LED-SYSTEMS OY

Virusméentie, 65/A - 20300 TURKU

TEL: +358/207768580 MOBILE: +358/400523200
e-mail: info@led-systems.fi

web site: www.led-systems.fi

- FRANCE -

EUTELEC S.A.R.L.

335 Rue du Molin - 60400 Cainess

TEL: +33/344090745 FAX: +33/344099436
e-mail: info@eutelec.fr

web site: www.eutelec.fr

OMEGA COMPOSANTS s.a.r.l.

5 Rue Jean Perrin - 69746 Genas Cedex

TEL: +33-4-78908564 FAX: +33-4-78908465
e-mail omega@omegacomposants.fr

web site: www.omegacomposants.fr

- GERMANY -

ELMERO GmbH

Weiler Str. 10 - 85250 Altomunster

TEL: +49/8254997337 FAX: +49/8254997338
e-mail: info@elmero.de

web site: www.elmero.de

ESTO IndustrieTechnik Stoltzenburg GmbH
Rudolf-Breitscheid-Str. 58

D-14482 Potsdam

TEL: +49/331748830 FAX: +49/3317405690
e-mail: info@esto.de

web site: www.esto-gruppe.de

KELLER-ELEKTRONIK GMBH

Im Gut, 8 - 79790 Kussaberg — Bechtersbohl

TEL: +49 (0)7742/9288-0 FAX: +49 (0)7742/4838
e-mail: info@keller-elektronik.com

web site: www.keller-elektronik.com

- GREECE -

ADEM Electronics

67 Karaiskaki str. 13672 Aharnes - Athens

TEL: +30/210/2401961 FAX: +30/210/2401406
e-mail: info@adem.gr

web site: www.adem.gr

- HUNGARY -

S.0.S. ELECTRONIC Kft.

H-3527 MISKOLC - Budai Jozsef u.1.
TEL: +36/46501380 FAX: +36/46501389
e-mail: info@soselectronic.hu
website: www.soselectronic.hu

- POLAND -

SOYTER SP Z.0.0

Klaudyn, ul. Ekologiczna 14/16 - 05-080 lzabelin
TEL: +48/227528255 FAX: +48/227220550
e-mail: m.miros@soyter.com.pl

web site: www.soyter.com.pl

- SLOVAK REPUBLIC -

S.0.S. ELECTRONIC S.R.O.

Pri Pracharni 16 - 04011 Kosice

TEL: +421/557860416 FAX: +421/557860445
e-mail: info@sos.sk

website: www.soselectronic.sk

- SLOVENIA / CROATIA -

SIRI ELETTRONICA SPA

TEL: +385/52855363 FAX: +385/52855363
e-mail: mariano.vlacic@pu.t-com.hr
website: www.siri-el.com

- SPAIN -

MALLOL ASETYC, S.A.

Av.da de la Industria, 36 - 28108 Alcobendas - Madrid
TEL: +34/916621362 FAX: +34/916610089

e-mail: info@asetyc.com

website: www.dicomat-asetyc.com

- SWEDEN -

GJERTZ TRADING AB

Morsstigen, 5 - SE-14171 Segeltorp
TEL: +46/86463375 FAX: +46/8978456
e-mail: info@gjertztrading.se
website: www.gjertztrading.se

- SWITZERLAND -

ELCOMP AG

Hagnaustrasse, 25 - 4132 Basel - Dreispitz
TEL: +41/613781999 FAX: +41/613781990
e-mail: info@elcomp.ch

website: www.elcomp.ch

- UNITED KINGDOM -

SWITCHTEC ELECTRONICS LTD.

Brooms Road, Stone Business Park Stone
Staffordshire ST15 OSH

TEL: +44/1785/818600 FAX: +44/1785/811900
e-mail: sales@switchtec.co.uk

web site: www.switchtec.co.uk

WORLD 7/ WELT

- SOUTH AFRICA -

AC/DC DYNAMICS cc

Nguni Drive - Longmeadow West Edenvale, Gauteng
TEL: +27/10 2023300 FAX: +27/10 2023413
e-mail: info@acdc.co.za

web site: www.acdc.co.za

- INDIA -

CONNECTWELL INDUSTRIES PVT.LTD.

D-7, Phase Il, MIDC - Dombivli (E)

421204 Maharashtra

TEL: +91/2512870636-766 FAX: +91/2512870889
e-mail: connect@connectwell.com

web site: www.connectwell.com

- SINGAPORE -

APC SINGAPORE

57 Ubi Avenue 1, Unit 08-06-Ubi Centre 408936
TEL: +65/62991417 FAX: +65/62991427
e-mail: sales@apcsin.com

web site: www.apcsin.com

- SOUTH KOREA -

Fine Feel Inc.

#311, 508-2, Wolpi, Sangnok, Ansan, Gyeonggi-do,
Korea (Postal Code:426-855)

TEL: +82-704-406-2703 FAX: +82-31-405-2681
e-mail: info@finefeels.com

web site: www.finefeels.com

-USA. -

ALTECH Corporation

35 Royal Road, Flemington - New Jersey 08822
TEL: +1/908/8069400 FAX: +1/908/8069490
e-mail: info@altechcorp.com

web site: www.altechcorp.com

@evroclamp
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HOW TO REACH US / SO KONNEN SIE UNS ERREICHEN

ASS.EL. Srl

C.so 25 Archi fraz. Roccaravindola
86070 MONTAQUILA (IS)
PHONE: +39 (0)865/96517 / 96281
FAX: +39 (0)865/96363
e-mail: info@euroclamp.it
web site: www.euroclamp.it (.eu)

BY PLANE /7 MIT DEM FLUGZEUG
NAPLES

CAPODICHINO airport

ROME (Fiumicino)

L. DA VINCI airport

BY TRAIN /7 MIT DEM ZUG

VENAFRO (1S)
VENAFRO Railway station

BY CAR / MIT DEM AUTO
from NAPLES

Highway Al exit CAIANELLO
from ROME

Highway Al exit S. VITTORE
from ANCONA

Highway A14 exit VASTO SUD

Details given are indicative. The company reserves the right to alter any details specified herein without any prior notice.

Die angegebenen Details sind Richtwerte. Das Unternehmen behélt sich das Recht vor, alle Angaben dieser Broschiire ohne vorherige Ankiindigung zu verandern.





